POLE CAP ALLOY 43 ——
WITH 300 SERIES S$.S. \
SCREWS
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SLIPFITTER

LUMINAIRE
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150 W HPS LAMP:

(0.125") WALL ALLOY 6063-Ts

S 2% DIA X 0.040" WALL

——————— EXTRUDED POLE BANDS (CLAMPS)
ALLOY 6063-T6 WITH (1/2 ™) X
13 N.C. STAINLESS STEEL HARDWARE.

TAPERED ALUMINUM TUBE
0.25") L
ALLOY 6 3-T6

// 100 GRIT SAT]N POLISH
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— HAIDHOLE. FRANE, TAPPED
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HANDHOLE WITH REINFORGING
FRAME,  COVER AND  (1/4
50 ST STEEL CORE NYLON SCREWS
/ (10" OUTSIDE
BOTTOM DIAMETER
-------- ALLOY CAST ALUNINUN ANGHOR BASE 356-T6 WITH BOLT
/ COVERS FASTENED WITH (/4 ")
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ESS¥HREADED STEEL. REINFORCED NYLON

- TAPERED ALUMINUM TUBE (3.5') 0.D

\ SCHEDULE 40 PIPE ALLOY 6063-T6
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END CAP
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POSITION OF HANDHOLE IN
RELATION TO TRAFFIC FLOW
oo ’ /\/ 85 FT o 18 80 e e 8 curTer on
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HEIGHT

ALUMINUM POLE
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CAST ALUMINUM
ANCHOR BASE
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(ASTM A356~T6) \\

14x14"x4Y4" H

143" sa

ALUM, DOOR, (5" H x 74" W)
RS v LATCH AND /4" - 20NC
kS e o 5.5, HEX. HD.ASCREW
UNIT_DUCT _
12" ABOVE FOUNDATION I TOP STEEL PLATE 15”x1§”x1* THICK
15 BOLT CIRCLE
FINISHED GRADE 1)
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"\ NOTCH IN STEEL PLATE /

groun TNDICATING LOCATION OF ~ CACK.OF CURB
" DI SLOT OPENING IN SHAFT

METAL FOUNDATION
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CONCRETE
CURB & GUTTER

PAVEMENT

BREAKAWAY DEVICE, TRANSFORMER BASE
MOUNTED ON A METAL FOUNDATION

(15 DIA
BOLT CIRCLE

THE LIGHT POLE SETBACK SHALL BE FROM THE BACK OF THE CURB TO THE FACE

Fohe | o ! TOTAL [SHEET
RYES! . SECTION | COUNTY SHEETE| B

. * MCHENRY 22 | 18

STA. T STA,

FED. ROAD DIST, NG:* ILLINOIS| FED. AYD PROJECT

#04-00101-00~71.
CONTRACT NO. 83844,

/‘*POLE SHAFT

/

% x 18
N.C. TAPPED
FOR GROUNDING LUG

- (4 X (8
HANDHOLE OPENING

HANDHOLE DETAIL
(N.T.S.)

NOTES

BOLT SLOTS SHALL BE (1Y%" DIA x 1%" LG
CENTERED ON BOLT CIRCLE.

-

2, TWO PIECE SHAFT WILL BE MATCH MARKED AND
INTERCHANGEABLE BETWEEN DIFFERENT UNITS.
STUD BOLT. WILL BE (5/8 * DIA.

WITH NUT, FLATWASHER, AND LOCK WASHER.
THERE WILL BE NO THREADS ON THE BOLT
INSIDE THE POLE SHAFT.

w

LUMINAIRES ARE TO BE INSTALLED AS SOON AS
POSSIBLE AFTER POLE ERECTION. THE POLE WILL
NOT BE PAID FOR UNTIL THE LUMINAIRE IS
INSTALLED.

4. THE LIGHT POLE WILL MEET AASHTO DESIGN CRITERIA.

5. THE DUCT SHALL EXTEND INTO POLE A MINIMUM
OF (12") ABOVE THE BASE.

601931572
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Sunjoy
Area Lighting

212 TIMBERCREST DRIVE
SCHAUMBURG, ILLINOIS

MGHENRY COLNTY DIVISION OF TRANSPORTATION
CITY OF CRYSTAL LAKE
INTERSECTION OF GOLF COURSE ROAD
WITH ACKMAN ROAD
Inc. juet pore, - ALUMINURE 40 FT  MOUNTING HEIGHT

BREAKAWAY DEVICE TRANSFORMER BASE
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